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Strojirensky zku$ebni ustav, s. p., Brno, Ceska republika

£ Notifikovana osoba identifikaéni ¢islo 1015

K Engineering Test Institute, Public Enterprise, Brno, Czech Republic
i Notified Body identification number 1015

ES CERTIFIKAT SHODY

2 1015-CPD- E-30-00367-11
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EC-CERTIFICATE OF CONFORMITY

E: V souladu se smérnici 89/106/EHS Rady Evropskych spoleCenstvi ze dne 21. prosince 1988 o sblizovani pravnich a spravnich predpist
e Clenskych statl tykajicich se stavebnich vyrobk( (smérnice o stavebnich vyrobcich - CPD), ve znéni smérnice 93/68/EHS Rady Evropskych
:: spoleCenstvi ze dne 22. Cervence 1993, se potvrzuje, ze

'; In compliance with ‘Council Directive of 21 December 1988 on the approximation of laws, regulations and administrative
& provisions of the Member States relating to construction products (89/106/EEC)’ (the Construction Products Directive or CPD),
g as amended by Directive 93/68/EEC of the Council of European Communities of 22 July 1993, it has been stated that the

£

g

£

:E stavebni vyrobek: Bezpe&nostni vinovcové sestavy koncovych hadic pro vnitini zafizeni pouZivané na plynna paliva

g construction product: Corrugated safety metal hose assemblies for the connection of domestic appliances using
s gaseous fuels

:f Ohebny prvek plynovodu vioZeny mezi armaturu na pfivodu plynu nebo hrdlo rychlého odpojovace zafizeni a
K pfipojeni  pfivodu spotiebi¢e. Hadice jsou vhodné pro pfipojeni domacich spotiebicl  uvnitf
: a vné budov u montazi v prostorach, ve kterych predpisy vyzaduji reakci na ohen.

E Flexible gas pipeline component inserted between the fitting on the gas intake or on the quick
s disconnect throat of the device and connection of appliance supply. The hoses are suitable for
E connection to appliances inside and outside the buildings at installations in areas where the
& regulations require the reaction to fire.

K

%

g typ : 73 PEPE

;E type: bliz$i specifikace viz 2. strana / for closer specification see Page 2

.

g ktery uvedl na trh: 73 PEPE SIHHI TESISAT MALZEMELERI IMALAT iTHALAT iHRACAT VE PAZARLAMA LTD. STI.
& placed on the market by. MERKEZ MAH. YILDIRIM BEYAZIT CAD. NO : 1 MIMARSINAN - BUYUKCEKMECE

S ISTANBUL, Turecko - Turkey

&

K= 1 o " "

E a byl vyroben ve vyrobné: 73 PEPE SIHHI TESISAT MALZEMELERI IMALAT ITHALAT IHRACAT VE PAZARLAMA LTD. STI.
g gnd manufactured MERKEZ MAH. YILDIRIM BEYAZIT CAD. NO : 1 MIMARSINAN - BUYUKCEKMECE

in the factory: ISTANBUL, Turecko - Turkey

i

&<

;E je u vyrobce podrobovan fizeni vyroby a dal$im zkouskam vzork(i odebranym v misté vyroby pfedepsanym zplisobem a Ze notifikovana osoba
E, 1015 Strojirensky zku$ebni Ustav, s. p. provedla poCatecni zkousky pfislusnych charakteristik typu vyrobku, poCatecni inspekci v misté vyroby a
;E systému fizeni vyroby a vykonava priibézny dohled, posuzovani a schvalovani systému fizeni vyroby.

E is submitted by the manufacturer to a factory production control and to the further testing of samples taken at the factory in
i accordance with a prescribed test plan and that the Notified Body No. 1015 - Strojirensky zkusebni ustav, s. p. - has performed
E the initial type-testing for the relevant characteristics of the product, the initial inspection of the factory and of the factory
t& production control and performs the continuous surveillance, assessment and approval of the factory production control.

©

o

: Tento certifikat potvrzuje, Ze byla uplatnéna véechna ustanoveni tykajici se prokazovani shody a ukazateltl popsanych v pfiloze ZA normy

B This certificate attests that all provisions concerning the attestation of conformity and the performances described in Annex
k& ZA of the standard

s

g EN 14800:2007

%

EE a Ze vyrobek spliiuje vSechny predepsané poZadavky.

g were applied and that the product fulfils all the prescribed requirements.

&

i

:E Podklad pro vydani certifikatu: Zaveérecny protokol €. 30-11207 ze dne 2011-06-30

iE Base of certificate issue: Final Report No. 30-11207 dated 2011-06-30

08

S

:E Tento certifikdt byl poprvé vydan 2011-06-30 a zlistava v platnosti tak dlouho, dokud se podminky stanovené v harmonizované technické
E: specifikaci, na niz byl uveden odkaz, nebo vyrobni podminky v misté vyroby i systém fizeni vyroby vyrazné nezméni.

g This certificate was first issued on 2011-06-30 and it remains valid as long as the conditions laid down in the harmonised
K technical specification in reference or the manufacturing conditions in the factory or the FPC itself are not modified significantly.

Ing. Aloi
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Strojirensky zkuSebni ustav,.s.4p., Hudcova 56b, 621 00 Brno, Ceska republika
Engineering Test Institute, public Enterprise; Hudcova 56b, 621 00 Brno, Czech Republic
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Sed

Brno 2011-06-30 :
, Zélw

Randysek

feditel pro certifikaci
Director for Certification
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Zakladni technické udaje a specifikace variant:

Typové oznaceni:
Maximalni pracovni tlak:
Jmenovita svétlost:
Konstrukce hadice:

Typ média:

Trida reakce na ohen:
Provozni teplota:
Tloustka vinovce:

Pocet vin na délku:
Konstrukce tvarovek:
Provedeni pfipoje tvarovek:

Standardni délka provedeni: 500, 750,

Material:

73 PEPE

MOP 0,5

DN 12

typ 1 dle EN 14800:2007

plyny 1., 2. a 3. tfidy dle EN 437+A1:2009

C-s2,d0

do +60 °C

0,15 mm

540 na 1000 mm

dle narodnich zvyklosti - EN 14800:2007 pfiloha A

svarované koncovky

1000, 1250, 1500 a 2000 mm

- vinovec: nerezova ocel AISI 316L (1.4404)

- oplet: nerezova ocel AISI 304 (1.4301), tl. 0,3 mm, pocet drati opletu 5 ks

- prevleéna matice, §roub: nerezova ocel AISI 303 (1.4305) - zavit podle
EN ISO 228-1, ISO 7-1

- vsuvka: nerezova ocel AlSI 303 (1.4305)

- krouzek: nerezovéa ocel AlSI 304 (1.4301)

- oplasténi: mékéené PVC, KP 100, tl. 1,5 mm, od firmy KOG ELEKTRIK PLASTIK
SANAYii ve TICARET LTD. STI., Tiirkgiicii Kéyu Yolu tzeri 3.Km Corlu / TEKIRDAG,
Turkey

- ploché tésnéni: NBR “OK-LAS" Markali od firmy OK-LAS OKYANUS Lastik Otomotiv
Ve Mak. Yedek Parc. Siz. EIm. San. Ve. Tic. Ltd. Sti

Basic technical data and specification of variants:

Type designation:

Max. working pressure:
Rated inside diameter:
Hose construction:
Medium type:

Class reaction to fire:
Operating temperature:
Bellows width:

Number of bellows per unit for length:

Fittings construction:
Fittings connection design:
Standard length of design:
Material:

73 PEPE

MOP 0,5

DN 12

type 1 acc. to EN 14800:2007

first, second and third class gasses acc. to EN 437+A1:2009

C-s2,d0

up to +60 °C

0,175 mm

540 for 1000 mm

acc. to national traditions - EN 14800:2007, Annex A

soldered fittings

500, 750, 1000, 1250, 1500 and 2000 mm

- bellows: stainless steel AISI 316L (1.4404)

- braided: stainless steel AISI 304 (1.4301), 0,3 mm width, number of braiding wires:

5pcs

- cap nut, screw: stainless steel AISI 303 (1.4305) - thread acc. to
EN ISO 228-1, ISO 7-1

- insertion: stainless steel AISI 303 (1.4305)

- ring: stainless steel AISI 304 (1.4301) )

- sheathing: softened PVC, KP 100, 1,5 mm width, from company KOG ELEKTRIK
PLASTIK SANAYIi ve TICARET LTD. STI., Tirkgdicii K6yl Yolu tizeri 3.Km Corlu /
TEKIRDAG, Turkey

- flat seal: NBR “OK-LAS“ Markali from company OK-LAS OKYANUS Lastik Otomotiv

Ve Mak. Yedek Parc. Siz. EIm. San. Ve. Tic. Ltd. Sti
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